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HCM 2010 TWSC

10: Access Rd & 2nd Ave (OR 99 and OR 234)/Blackwell Rd (OR 99) 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report

JOHE Page 1

Intersection

Intersection Delay (sec/veh): 14.1

 

Movement EBT EBR WBL WBT NBL NBR

Volume (vph) 65 230 120 90 260 70

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 2 3 1 0

Movement Flow Rate 72 256 133 100 289 78

Number of Lanes 1 0 0 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 0 0 328 0 566 200

             Stage 1 - - - - 200 -

             Stage 2 - - - - 366 -

Follow-up Headway - - 2.218 - 3.509 3.3

Pot Capacity-1 Maneuver - - 1232 - 487 846

             Stage 1 - - - - 836 -

             Stage 2 - - - - 704 -

Time blocked-Platoon(%) - - 0 - 0 0

Mov Capacity-1 Maneuver - - 1232 - 431 846

Mov Capacity-2 Maneuver - - - - 431 -

             Stage 1 - - - - 836 -

             Stage 2 - - - - 624 -

 

Approach EB WB NB

HCM Control Delay (s) 0 4.7 32.7

HCM LOS A A D

 

Lane NBLn1 EBT EBR WBL WBT

Capacity (vph) 481

HCM Control Delay (s) 32.7 - - 8.276 -

HCM Lane VC Ratio 0.762 - - 0.108 -

HCM Lane LOS D - - A -

HCM 95th Percentile Queue (veh) 6.586 - - 0.363 -

Interchange 40



HCM 2010 TWSC

20: Access Rd & Lampman Rd 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report

JOHE Page 2

Intersection

Intersection Delay (sec/veh): 0.7

 

Movement EBL EBR NBL NBT SBT SBR

Volume (vph) 10 20 15 320 325 25

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 12 0 0

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 1 0 0

Movement Flow Rate 11 22 17 356 361 28

Number of Lanes 1 0 0 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 765 375 389 0 0 0

             Stage 1 375 - - - - -

             Stage 2 390 - - - - -

Follow-up Headway 3.5 3.3 2.2 - - -

Pot Capacity-1 Maneuver 374 676 1181 - - -

             Stage 1 699 - - - - -

             Stage 2 689 - - - - -

Time blocked-Platoon(%) 0 0 0 - - -

Mov Capacity-1 Maneuver 367 676 1181 - - -

Mov Capacity-2 Maneuver 367 - - - - -

             Stage 1 699 - - - - -

             Stage 2 677 - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 12.3 0.4 0

HCM LOS B A A

 

Lane NBL NBT EBLn1 SBT SBR

Capacity (vph) 528

HCM Control Delay (s) 8.092 - 12.3 - -

HCM Lane VC Ratio 0.014 - 0.063 - -

HCM Lane LOS A - B - -

HCM 95th Percentile Queue (veh) 0.043 - 0.201 - -

Interchange 40



HCM 2010 TWSC

30: Access Rd & IC 40 NB OFF Ramp 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report

JOHE Page 3

Intersection

Intersection Delay (sec/veh): 5.2

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 0 0 0 70 5 210 30 125 0 0 250 95

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Heavy Vehicles(%) 0 0 0 0 50 1 0 1 0 0 1 3

Movement Flow Rate 0 0 0 74 5 221 32 132 0 0 263 100

Number of Lanes 0 0 0 0 1 0 0 1 0 0 1 0

 

Major/Minor Minor 1 Major 1 Major 2

Conflicting Flow Rate - All 509 559 132 363 0 0 132 0 0

             Stage 1 196 196 - - - - - - -

             Stage 2 313 363 - - - - - - -

Follow-up Headway 3.5 4.45 3.309 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 478 378 920 1207 - - 1466 - -

             Stage 1 810 657 - - - - - - -

             Stage 2 702 548 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 467 367 920 1207 - - 1466 - -

Mov Capacity-2 Maneuver 467 367 - - - - - - -

             Stage 1 787 638 - - - - - - -

             Stage 2 702 548 - - - - - - -

 

Approach WB NB SB

HCM Control Delay (s) 13.4 1.6 0

HCM LOS B A A

 

Lane NBL NBT NBR WBLn1 SBL SBT SBR

Capacity (vph) 727

HCM Control Delay (s) 8.063 - - 13.4 0 - -

HCM Lane VC Ratio 0.026 - - 0.413 - - -

HCM Lane LOS A - - B A - -

HCM 95th Percentile Queue (veh) 0.081 - - 2.03 0 - -

Interchange 40



HCM 2010 TWSC

40: Access Rd & IC 40 SB OFF Ramp 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 5.2

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 60 0 30 0 0 0 0 95 50 175 145 0

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Free Free Free Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 0 0 0 0 0 0 0 0 0

Movement Flow Rate 67 0 33 0 0 0 0 106 56 194 161 0

Number of Lanes 0 1 0 0 0 0 0 1 0 0 1 0

 

Major/Minor Minor 2 Major 1 Major 2

Conflicting Flow Rate - All 683 711 161 161 0 0 162 0 0

             Stage 1 549 549 - - - - - - -

             Stage 2 134 162 - - - - - - -

Follow-up Headway 3.5 4 3.3 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 366 361 889 1430 - - 1429 - -

             Stage 1 524 520 - - - - - - -

             Stage 2 874 768 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 324 307 889 1430 - - 1429 - -

Mov Capacity-2 Maneuver 324 307 - - - - - - -

             Stage 1 524 443 - - - - - - -

             Stage 2 874 768 - - - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 16.6 0 4.3

HCM LOS C A A

 

Lane NBL NBT NBR EBLn1 SBL SBT SBR

Capacity (vph) 411

HCM Control Delay (s) 0 - - 16.6 7.916 - -

HCM Lane VC Ratio - - - 0.243 0.136 - -

HCM Lane LOS A - - C A - -

HCM 95th Percentile Queue (veh) 0 - - 0.942 0.471 - -

Interchange 40



HCM 2010 TWSC

50: Old Stage Rd & Access Rd 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 1.7

 

Movement EBL EBR NBL NBT SBT SBR

Volume (vph) 40 5 10 105 125 50

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

Right Turn Channelized None None None None None None

Storage Length 0 0 40 0

Median Width 12 12 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 0 0 3

Movement Flow Rate 44 6 11 117 139 56

Number of Lanes 1 0 1 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 306 167 195 0 0 0

             Stage 1 167 - - - - -

             Stage 2 139 - - - - -

Follow-up Headway 3.5 3.3 2.2 - - -

Pot Capacity-1 Maneuver 690 882 1390 - - -

             Stage 1 867 - - - - -

             Stage 2 893 - - - - -

Time blocked-Platoon(%) 0 0 0 - - -

Mov Capacity-1 Maneuver 685 882 1390 - - -

Mov Capacity-2 Maneuver 685 - - - - -

             Stage 1 867 - - - - -

             Stage 2 886 - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 10.5 0.7 0

HCM LOS B A A

 

Lane NBL NBT EBLn1 SBT SBR

Capacity (vph) 702

HCM Control Delay (s) 7.611 - 10.5 - -

HCM Lane VC Ratio 0.008 - 0.071 - -

HCM Lane LOS A - B - -

HCM 95th Percentile Queue (veh) 0.024 - 0.229 - -

Interchange 40



Queuing and Blocking Report

2013 5/21/2013

Future Baseline SimTraffic Report

JOHE Page 1

Intersection: 10: Access Rd & 2nd Ave (OR 99 and OR 234)/Blackwell Rd (OR 99)

Movement EB WB NB

Directions Served TR LT LR

Maximum Queue (ft) 21 86 179

Average Queue (ft) 1 26 89

95th Queue (ft) 8 63 151

Link Distance (ft) 923 1032 267

Upstream Blk Time (%) 0

Queuing Penalty (veh) 0

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 20: Access Rd & Lampman Rd

Movement EB NB

Directions Served LR LT

Maximum Queue (ft) 33 55

Average Queue (ft) 17 7

95th Queue (ft) 41 33

Link Distance (ft) 627 129

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 30: Access Rd & IC 40 NB OFF Ramp

Movement WB NB SB

Directions Served LTR LT TR

Maximum Queue (ft) 106 48 4

Average Queue (ft) 58 8 0

95th Queue (ft) 93 35 3

Link Distance (ft) 868 566 129

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 40



Queuing and Blocking Report

2013 5/21/2013

Future Baseline SimTraffic Report

JOHE Page 2

Intersection: 40: Access Rd & IC 40 SB OFF Ramp

Movement EB SB

Directions Served LTR LT

Maximum Queue (ft) 69 66

Average Queue (ft) 34 21

95th Queue (ft) 56 54

Link Distance (ft) 813 566

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 50: Old Stage Rd & Access Rd

Movement EB NB

Directions Served LR L

Maximum Queue (ft) 45 22

Average Queue (ft) 27 2

95th Queue (ft) 51 14

Link Distance (ft) 997

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft) 40

Storage Blk Time (%) 0

Queuing Penalty (veh) 0

Zone Summary

Zone wide Queuing Penalty: 0

Interchange 40



HCM 2010 TWSC

16: Rogue R Hwy/OR 234 (OR 99) & OR 234 (OR 99) Realign 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 1.7

 

Movement EBL EBT WBT WBR SBL SBR

Volume (vph) 5 75 95 60 40 10

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None Yield Yield

Storage Length 25 0 0 50

Median Width 12 12 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 4 0 0 0 0

Movement Flow Rate 6 83 106 67 44 11

Number of Lanes 1 1 1 0 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 173 0 0 0 235 140

             Stage 1 - - - - 140 -

             Stage 2 - - - - 95 -

Follow-up Headway 2.2 - - - 3.5 3.3

Pot Capacity-1 Maneuver 1416 - - - 758 913

             Stage 1 - - - - 892 -

             Stage 2 - - - - 934 -

Time blocked-Platoon(%) 0 - - - 0 0

Mov Capacity-1 Maneuver 1416 - - - 755 913

Mov Capacity-2 Maneuver - - - - 755 -

             Stage 1 - - - - 892 -

             Stage 2 - - - - 930 -

 

Approach EB WB SB

HCM Control Delay (s) 0.5 0 9.1

HCM LOS A A A

 

Lane EBL EBT WBT WBR SBLn1

Capacity (vph) 944

HCM Control Delay (s) 7.552 - - - 9.1

HCM Lane VC Ratio 0.004 - - - 0.059

HCM Lane LOS A - - - A

HCM 95th Percentile Queue (veh) 0.012 - - - 0.187

Interchange 43
HCM 2010 TWSC

63: Rogue R Hwy/OR 234 (OR 99) & OR 234 (OR 99) Realign

Intersection realigned due to non-standard stop-control in order to produce HCM results.

EB approach represents existing NB approach. SB approach represents existing EB approach.



HCM 2010 TWSC

70: Rogue River Hwy (OR99 and OR234) & Lampman Rd 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 1.5

 

Movement EBL EBT WBT WBR SBL SBR

Volume (vph) 15 80 95 10 0 25

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 0 0 0

Movement Flow Rate 17 89 106 11 0 28

Number of Lanes 0 1 1 0 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 117 0 0 0 235 112

             Stage 1 - - - - 112 -

             Stage 2 - - - - 123 -

Follow-up Headway 2.2 - - - 3.5 3.3

Pot Capacity-1 Maneuver 1484 - - - 758 947

             Stage 1 - - - - 918 -

             Stage 2 - - - - 907 -

Time blocked-Platoon(%) 0 - - - 0 0

Mov Capacity-1 Maneuver 1484 - - - 749 947

Mov Capacity-2 Maneuver - - - - 749 -

             Stage 1 - - - - 918 -

             Stage 2 - - - - 896 -

 

Approach EB WB SB

HCM Control Delay (s) 1.2 0 8.9

HCM LOS A A A

 

Lane EBL EBT WBT WBR SBLn1

Capacity (vph) 947

HCM Control Delay (s) 7.453 - - - 8.9

HCM Lane VC Ratio 0.011 - - - 0.029

HCM Lane LOS A - - - A

HCM 95th Percentile Queue (veh) 0.034 - - - 0.091

Interchange 43



HCM Unsignalized Intersection Capacity Analysis

7: Main St./OR 99 EB Realign & OR 99 WB 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report

JOHE Page 1

Movement WBL WBR NBT NBR SBL SBT

Lane Configurations

Volume (veh/h) 65 55 25 55 40 5

Sign Control Free Stop Stop

Grade 0% 0% 0%

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95

Hourly flow rate (vph) 68 58 26 58 42 5

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 0 195 0 237 166

vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 0 195 0 237 166

tC, single (s) 4.1 6.5 6.2 7.1 6.5

tC, 2 stage (s)

tF (s) 2.2 4.0 3.3 3.5 4.0

p0 queue free % 96 96 95 93 99

cM capacity (veh/h) 1636 675 1085 642 700

Direction, Lane # WB 1 NB 1 SB 1

Volume Total 126 84 47

Volume Left 68 0 42

Volume Right 58 58 0

cSH 1636 912 648

Volume to Capacity 0.04 0.09 0.07

Queue Length 95th (ft) 3 8 6

Control Delay (s) 4.1 9.3 11.0

Lane LOS A A B

Approach Delay (s) 4.1 9.3 11.0

Approach LOS A B

Intersection Summary

Average Delay 7.1

Intersection Capacity Utilization 23.6% ICU Level of Service A

Analysis Period (min) 15

Interchange 43
HCM Unsignalized Intersection Capacity Analysis

81: Main St./OR 99 EB Realign & OR 99 WB

Intersection realigned due to
non-standard stop-control in order
to produce HCM results.

SB approach represents existing EB
approach.



HCM 2010 TWSC

90: Main St & IC 43 NB OFF Ramp 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 2.5

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 0 0 0 5 0 30 15 50 0 0 20 50

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Free Free Free Stop Stop Stop Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Heavy Vehicles(%) 0 0 0 0 0 0 0 3 0 0 0 0

Movement Flow Rate 0 0 0 5 0 32 16 53 0 0 21 53

Number of Lanes 0 0 0 0 1 0 0 1 0 0 1 0

 

Major/Minor Minor 1 Major 1 Major 2

Conflicting Flow Rate - All 133 159 53 74 0 0 53 0 0

             Stage 1 85 85 - - - - - - -

             Stage 2 48 74 - - - - - - -

Follow-up Headway 3.5 4 3.3 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 844 737 1020 1538 - - 1566 - -

             Stage 1 928 828 - - - - - - -

             Stage 2 971 837 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 837 729 1020 1538 - - 1566 - -

Mov Capacity-2 Maneuver 837 729 - - - - - - -

             Stage 1 918 819 - - - - - - -

             Stage 2 971 837 - - - - - - -

 

Approach WB NB SB

HCM Control Delay (s) 8.8 1.7 0

HCM LOS A A A

 

Lane NBL NBT NBR WBLn1 SBL SBT SBR

Capacity (vph) 989

HCM Control Delay (s) 7.365 - - 8.8 0 - -

HCM Lane VC Ratio 0.01 - - 0.037 - - -

HCM Lane LOS A - - A A - -

HCM 95th Percentile Queue (veh) 0.031 - - 0.116 0 - -

Interchange 43



HCM 2010 TWSC

23: Main St (FREE)/Main St & IC 43 SB OFF Ramp 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 7

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 55 5 0 0 0 0 0 10 5 20 5 0

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 2 67 0 0 0 0 0 0 0 0 0 0

Movement Flow Rate 61 6 0 0 0 0 0 11 6 22 6 0

Number of Lanes 0 1 0 0 0 0 0 1 0 0 1 0

 

Major/Minor Minor 2 Major 1 Major 2

Conflicting Flow Rate - All 64 67 6 6 0 0 17 0 0

             Stage 1 50 50 - - - - - - -

             Stage 2 14 17 - - - - - - -

Follow-up Headway 3.518 4.603 3.3 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 930 714 1083 1628 - - 1613 - -

             Stage 1 963 741 - - - - - - -

             Stage 2 1006 768 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 920 704 1083 1628 - - 1613 - -

Mov Capacity-2 Maneuver 920 704 - - - - - - -

             Stage 1 963 731 - - - - - - -

             Stage 2 1006 768 - - - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 9.3 0 5.8

HCM LOS A A A

 

Lane NBL NBT NBR EBLn1 SBL SBT SBR

Capacity (vph) 897

HCM Control Delay (s) 0 - - 9.3 7.263 - -

HCM Lane VC Ratio - - - 0.074 0.014 - -

HCM Lane LOS A - - A A - -

HCM 95th Percentile Queue (veh) 0 - - 0.24 0.042 - -

Interchange 43
HCM 2010 TWSC

101: Main St (FREE)/Main St & IC 43 SB OFF Ramp

Intersection realigned due to non-standard stop-control in order to produce HCM results.

Two-way stop-control intersection used to
produce operations for EB and SB approaches.



HCM 2010 AWSC

24: Main St (STOP Controlled)/Main St & IC 43 SB OFF Ramp 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh) 7.5

Intersection LOS A

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 55 5 0 0 0 0 0 10 5 20 5 0

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 2 67 0 0 0 0 0 0 0 0 0 0

Movement Flow Rate 61 6 0 0 0 0 0 11 6 22 6 0

Number of Lanes 0 1 0 0 0 0 0 1 0 0 1 0

 

Approach EB NB SB

Opposing Approach      SB NB

Opposing Lanes 0 1 1

Conflicting Approach Left SB EB      

Conflicting Lanes Left 1 1 0

Conflicting Approach Right NB      EB

Conflicting Lanes Right 1 0 1

HCM Control Delay 7.6 7 7.4

HCM LOS A A A

             

Lane NBLn1 EBLn1 SBLn1

Volume Left (%) 0% 92% 80%

Volume Thru (%) 67% 8% 20%

Volume Right (%) 33% 0% 0%

Sign Control Stop Stop Stop

Traffic Volume by Lane 15 60 25

Left Turning Volume 10 5 5

Through Volume 5 0 0

Right Turning Volume 0 55 20

Lane Flow Rate 17 67 28

Geometry Group 1 1 1

Degree of Utilization, X 0.018 0.078 0.032

Departure Headway, Hd 3.838 4.195 4.189

Convergence(Y/N) Yes Yes Yes

Capacity 928 855 851

Service Time 1.881 2.215 2.23

HCM Lane V/C Ratio 0.018 0.078 0.033

HCM Control Delay 7 7.6 7.4

HCM Lane LOS A A A

HCM 95th Percentile Queue 0.1 0.3 0.1

Interchange 43
HCM 2010 AWSC

102: Main St (STOP Controlled)/Main St & IC 43 SB OFF Ramp

Intersection realigned due to non-standard stop-control in order to produce HCM results.

All-way stop-control intersection used to produce
operations for NB approach.



HCM 2010 TWSC

110: Frontage Rd/Profetta Ln & Main St 5/21/2013

Future Baseline 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 5.7

 

Movement EBL EBT WBT WBR SBL SBR

Volume (vph) 10 0 0 5 2 3

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.85 0.85 0.85 0.85 0.85 0.85

Heavy Vehicles(%) 0 0 0 0 0 0

Movement Flow Rate 12 0 0 6 2 4

Number of Lanes 0 1 1 0 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 6 0 0 0 27 3

             Stage 1 - - - - 3 -

             Stage 2 - - - - 24 -

Follow-up Headway 2.2 - - - 3.5 3.3

Pot Capacity-1 Maneuver 1628 - - - 993 1087

             Stage 1 - - - - 1025 -

             Stage 2 - - - - 1004 -

Time blocked-Platoon(%) 0 - - - 0 0

Mov Capacity-1 Maneuver 1628 - - - 986 1087

Mov Capacity-2 Maneuver - - - - 986 -

             Stage 1 - - - - 1025 -

             Stage 2 - - - - 997 -

 

Approach EB WB SB

HCM Control Delay (s) 7.2 0 8.5

HCM LOS A A A

 

Lane EBL EBT WBT WBR SBLn1

Capacity (vph) 1044

HCM Control Delay (s) 7.227 - - - 8.5

HCM Lane VC Ratio 0.007 - - - 0.006

HCM Lane LOS A - - - A

HCM 95th Percentile Queue (veh) 0.022 - - - 0.017

Interchange 43



Queuing and Blocking Report

2013 5/21/2013

Future Baseline SimTraffic Report

JOHE Page 2

Intersection: 24: Main St (STOP Controlled)/Main St & IC 43 SB OFF Ramp

Movement EB NB SB

Directions Served LTR TR LT

Maximum Queue (ft) 68 28 42

Average Queue (ft) 33 11 18

95th Queue (ft) 58 34 45

Link Distance (ft) 990 83 627

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 60: Rogue River Hwy (OR 99 and OR 234) & N River Rd/State Hwy 234 (OR 99)

Movement EB

Directions Served T

Maximum Queue (ft) 39

Average Queue (ft) 23

95th Queue (ft) 49

Link Distance (ft) 117

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 62: N River Rd/Rogue River Hwy (OR 99 and OR 234)

Movement EB NB

Directions Served R LR

Maximum Queue (ft) 25 6

Average Queue (ft) 1 0

95th Queue (ft) 11 4

Link Distance (ft) 47 528

Upstream Blk Time (%) 0

Queuing Penalty (veh) 0

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 43

Realigned intersections not used for
queuing simulations.
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Intersection: 65: N River Rd

Movement NB

Directions Served L

Maximum Queue (ft) 35

Average Queue (ft) 4

95th Queue (ft) 23

Link Distance (ft) 47

Upstream Blk Time (%) 0

Queuing Penalty (veh) 0

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 70: Rogue River Hwy (OR99 and OR234) & Lampman Rd

Movement EB SB

Directions Served LT LR

Maximum Queue (ft) 31 34

Average Queue (ft) 2 15

95th Queue (ft) 14 35

Link Distance (ft) 622 642

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 80: Main St & Rogue River Hwy (OR99)/Rogue River Hwy (OR99 and OR234)

Movement EB NB

Directions Served TR LR

Maximum Queue (ft) 39 48

Average Queue (ft) 26 25

95th Queue (ft) 47 38

Link Distance (ft) 1083 295

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 43
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Intersection: 90: Main St & IC 43 NB OFF Ramp

Movement WB NB

Directions Served LTR LT

Maximum Queue (ft) 32 19

Average Queue (ft) 18 1

95th Queue (ft) 39 10

Link Distance (ft) 937 585

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 100: Main St & IC 43 SB OFF Ramp

Movement EB NB

Directions Served LTR TR

Maximum Queue (ft) 60 29

Average Queue (ft) 26 8

95th Queue (ft) 49 29

Link Distance (ft) 1135 60

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 110: Frontage Rd/Profetta Ln & Main St

Movement EB SB

Directions Served LT LR

Maximum Queue (ft) 6 26

Average Queue (ft) 0 4

95th Queue (ft) 4 19

Link Distance (ft) 1212 60

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Zone Summary

Zone wide Queuing Penalty: 0

Interchange 43



HCM 2010 TWSC

10: Access Rd & 2nd Ave (OR 99 and OR 234)/Blackwell Rd (OR 99) 5/21/2013

Future (2038) Alternative Land Use Scenario 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 15.1

 

Movement EBT EBR WBL WBT NBL NBR

Volume (vph) 65 230 125 90 260 75

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 2 3 1 0

Movement Flow Rate 72 256 139 100 289 83

Number of Lanes 1 0 0 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 0 0 328 0 578 200

             Stage 1 - - - - 200 -

             Stage 2 - - - - 378 -

Follow-up Headway - - 2.218 - 3.509 3.3

Pot Capacity-1 Maneuver - - 1232 - 479 846

             Stage 1 - - - - 836 -

             Stage 2 - - - - 695 -

Time blocked-Platoon(%) - - 0 - 0 0

Mov Capacity-1 Maneuver - - 1232 - 422 846

Mov Capacity-2 Maneuver - - - - 422 -

             Stage 1 - - - - 836 -

             Stage 2 - - - - 612 -

 

Approach EB WB NB

HCM Control Delay (s) 0 4.8 34.9

HCM LOS A A D

 

Lane NBLn1 EBT EBR WBL WBT

Capacity (vph) 475

HCM Control Delay (s) 34.9 - - 8.293 -

HCM Lane VC Ratio 0.784 - - 0.113 -

HCM Lane LOS D - - A -

HCM 95th Percentile Queue (veh) 7.024 - - 0.38 -

Interchange 40
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Future (2038) Alternative Land Use Scenario 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 0.7

 

Movement EBL EBR NBL NBT SBT SBR

Volume (vph) 10 20 15 325 330 25

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 12 0 0

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 1 0 0

Movement Flow Rate 11 22 17 361 367 28

Number of Lanes 1 0 0 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 776 381 395 0 0 0

             Stage 1 381 - - - - -

             Stage 2 395 - - - - -

Follow-up Headway 3.5 3.3 2.2 - - -

Pot Capacity-1 Maneuver 369 671 1175 - - -

             Stage 1 695 - - - - -

             Stage 2 685 - - - - -

Time blocked-Platoon(%) 0 0 0 - - -

Mov Capacity-1 Maneuver 362 671 1175 - - -

Mov Capacity-2 Maneuver 362 - - - - -

             Stage 1 695 - - - - -

             Stage 2 673 - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 12.4 0.4 0

HCM LOS B A A

 

Lane NBL NBT EBLn1 SBT SBR

Capacity (vph) 522

HCM Control Delay (s) 8.108 - 12.4 - -

HCM Lane VC Ratio 0.014 - 0.064 - -

HCM Lane LOS A - B - -

HCM 95th Percentile Queue (veh) 0.043 - 0.204 - -

Interchange 40
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30: Access Rd & IC 40 NB OFF Ramp 5/21/2013

Future (2038) Alternative Land Use Scenario 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 8.1

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 0 0 0 115 5 210 90 130 0 0 255 95

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Heavy Vehicles(%) 0 0 0 0 50 1 0 1 0 0 1 3

Movement Flow Rate 0 0 0 121 5 221 95 137 0 0 268 100

Number of Lanes 0 0 0 0 1 0 0 1 0 0 1 0

 

Major/Minor Minor 1 Major 1 Major 2

Conflicting Flow Rate - All 645 695 137 368 0 0 137 0 0

             Stage 1 327 327 - - - - - - -

             Stage 2 318 368 - - - - - - -

Follow-up Headway 3.5 4.45 3.309 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 388 312 914 1202 - - 1459 - -

             Stage 1 690 570 - - - - - - -

             Stage 2 698 545 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 362 285 914 1202 - - 1459 - -

Mov Capacity-2 Maneuver 362 285 - - - - - - -

             Stage 1 631 521 - - - - - - -

             Stage 2 698 545 - - - - - - -

 

Approach WB NB SB

HCM Control Delay (s) 19.8 3.4 0

HCM LOS C A A

 

Lane NBL NBT NBR WBLn1 SBL SBT SBR

Capacity (vph) 584

HCM Control Delay (s) 8.251 - - 19.8 0 - -

HCM Lane VC Ratio 0.079 - - 0.595 - - -

HCM Lane LOS A - - C A - -

HCM 95th Percentile Queue (veh) 0.256 - - 3.892 0 - -

Interchange 40
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40: Access Rd & IC 40 SB OFF Ramp 5/21/2013
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Intersection

Intersection Delay (sec/veh): 6

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 60 0 140 0 0 0 0 160 150 175 195 0

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Free Free Free Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 0 0 0 0 0 0 0 0 0

Movement Flow Rate 67 0 156 0 0 0 0 178 167 194 217 0

Number of Lanes 0 1 0 0 0 0 0 1 0 0 1 0

 

Major/Minor Minor 2 Major 1 Major 2

Conflicting Flow Rate - All 867 950 217 217 0 0 345 0 0

             Stage 1 605 605 - - - - - - -

             Stage 2 262 345 - - - - - - -

Follow-up Headway 3.5 4 3.3 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 275 262 828 1365 - - 1225 - -

             Stage 1 488 491 - - - - - - -

             Stage 2 747 640 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 237 215 828 1365 - - 1225 - -

Mov Capacity-2 Maneuver 237 215 - - - - - - -

             Stage 1 488 403 - - - - - - -

             Stage 2 747 640 - - - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 19.1 0 4

HCM LOS C A A

 

Lane NBL NBT NBR EBLn1 SBL SBT SBR

Capacity (vph) 474

HCM Control Delay (s) 0 - - 19.1 8.492 - -

HCM Lane VC Ratio - - - 0.469 0.159 - -

HCM Lane LOS A - - C A - -

HCM 95th Percentile Queue (veh) 0 - - 2.456 0.564 - -

Interchange 40
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Intersection

Intersection Delay (sec/veh): 1.2

 

Movement EBL EBR NBL NBT SBT SBR

Volume (vph) 35 15 15 275 285 50

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

Right Turn Channelized None None None None None None

Storage Length 0 0 40 0

Median Width 12 12 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 0 0 3

Movement Flow Rate 39 17 17 306 317 56

Number of Lanes 1 0 1 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 685 345 373 0 0 0

             Stage 1 345 - - - - -

             Stage 2 340 - - - - -

Follow-up Headway 3.5 3.3 2.2 - - -

Pot Capacity-1 Maneuver 417 702 1197 - - -

             Stage 1 722 - - - - -

             Stage 2 725 - - - - -

Time blocked-Platoon(%) 0 0 0 - - -

Mov Capacity-1 Maneuver 411 702 1197 - - -

Mov Capacity-2 Maneuver 411 - - - - -

             Stage 1 722 - - - - -

             Stage 2 715 - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 13.7 0.4 0

HCM LOS B A A

 

Lane NBL NBT EBLn1 SBT SBR

Capacity (vph) 469

HCM Control Delay (s) 8.05 - 13.7 - -

HCM Lane VC Ratio 0.014 - 0.118 - -

HCM Lane LOS A - B - -

HCM 95th Percentile Queue (veh) 0.042 - 0.4 - -

Interchange 40
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200: Old Stage Rd & Driveway 5/21/2013
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Intersection

Intersection Delay (sec/veh): 4.5

 

Movement EBL EBR NBL NBT SBT SBR

Volume (vph) 180 2 10 110 130 170

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 12 12 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.85 0.85 0.85 0.85 0.85 0.85

Heavy Vehicles(%) 2 2 2 2 2 2

Movement Flow Rate 212 2 12 129 153 200

Number of Lanes 1 1 0 1 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 406 253 353 0 0 0

             Stage 1 253 - - - - -

             Stage 2 153 - - - - -

Follow-up Headway 3.518 3.318 2.218 - - -

Pot Capacity-1 Maneuver 601 786 1206 - - -

             Stage 1 789 - - - - -

             Stage 2 875 - - - - -

Time blocked-Platoon(%) 0 0 0 - - -

Mov Capacity-1 Maneuver 594 786 1206 - - -

Mov Capacity-2 Maneuver 594 - - - - -

             Stage 1 789 - - - - -

             Stage 2 865 - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 14.3 0.7 0

HCM LOS B A A

 

Lane NBL NBT EBLn1 EBLn2 SBT SBR

Capacity (vph) 594 786

HCM Control Delay (s) 8.014 - 14.4 9.6 - -

HCM Lane VC Ratio 0.01 - 0.357 0.003 - -

HCM Lane LOS A - B A - -

HCM 95th Percentile Queue (veh) 0.03 - 1.608 0.009 - -

Interchange 40
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Intersection: 10: Access Rd & 2nd Ave (OR 99 and OR 234)/Blackwell Rd (OR 99)

Movement EB WB NB

Directions Served TR LT LR

Maximum Queue (ft) 20 79 185

Average Queue (ft) 1 30 89

95th Queue (ft) 11 68 152

Link Distance (ft) 923 1032 267

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 20: Access Rd & Lampman Rd

Movement EB NB

Directions Served LR LT

Maximum Queue (ft) 48 43

Average Queue (ft) 18 6

95th Queue (ft) 43 28

Link Distance (ft) 627 129

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 30: Access Rd & IC 40 NB OFF Ramp

Movement WB NB SB

Directions Served LTR LT TR

Maximum Queue (ft) 186 63 37

Average Queue (ft) 80 24 1

95th Queue (ft) 149 57 15

Link Distance (ft) 868 566 129

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 40
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Intersection: 40: Access Rd & IC 40 SB OFF Ramp

Movement EB NB SB

Directions Served LTR TR LT

Maximum Queue (ft) 137 9 91

Average Queue (ft) 55 1 37

95th Queue (ft) 101 7 73

Link Distance (ft) 813 247 566

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 50: Old Stage Rd & Access Rd

Movement EB NB

Directions Served LR L

Maximum Queue (ft) 65 31

Average Queue (ft) 30 6

95th Queue (ft) 56 26

Link Distance (ft) 997

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft) 40

Storage Blk Time (%) 0

Queuing Penalty (veh) 1

Intersection: 200: Old Stage Rd & Driveway

Movement EB EB NB SB

Directions Served L R LT TR

Maximum Queue (ft) 89 35 37 4

Average Queue (ft) 52 4 4 0

95th Queue (ft) 79 22 21 3

Link Distance (ft) 237 237 326 210

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Zone Summary

Zone wide Queuing Penalty: 1

Interchange 40
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16: Rogue R Hwy/OR 234 (OR 99) & OR 234 (OR 99) Realign 5/21/2013
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Intersection

Intersection Delay (sec/veh): 1.6

 

Movement EBL EBT WBT WBR SBL SBR

Volume (vph) 5 85 105 60 40 10

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None Yield Yield

Storage Length 25 0 0 50

Median Width 12 12 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 4 0 0 0 0

Movement Flow Rate 6 94 117 67 44 11

Number of Lanes 1 1 1 0 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 184 0 0 0 257 151

             Stage 1 - - - - 151 -

             Stage 2 - - - - 106 -

Follow-up Headway 2.2 - - - 3.5 3.3

Pot Capacity-1 Maneuver 1403 - - - 736 901

             Stage 1 - - - - 882 -

             Stage 2 - - - - 923 -

Time blocked-Platoon(%) 0 - - - 0 0

Mov Capacity-1 Maneuver 1403 - - - 733 901

Mov Capacity-2 Maneuver - - - - 733 -

             Stage 1 - - - - 882 -

             Stage 2 - - - - 919 -

 

Approach EB WB SB

HCM Control Delay (s) 0.4 0 9.2

HCM LOS A A A

 

Lane EBL EBT WBT WBR SBLn1

Capacity (vph) 916

HCM Control Delay (s) 7.576 - - - 9.2

HCM Lane VC Ratio 0.004 - - - 0.061

HCM Lane LOS A - - - A

HCM 95th Percentile Queue (veh) 0.012 - - - 0.193

Interchange 43
HCM 2010 TWSC

63: Rogue R Hwy/OR 234 (OR 99) & OR 234 (OR 99) Realign
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70: Rogue River Hwy (OR99 and OR234) & Lampman Rd 5/21/2013

Future (2038) Alternative Land Use Scenario 5:00 pm 1/7/2013 2013 Synchro 8 Report
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Intersection

Intersection Delay (sec/veh): 1.4

 

Movement EBL EBT WBT WBR SBL SBR

Volume (vph) 15 90 105 10 0 25

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 0 0 0 0 0 0

Movement Flow Rate 17 100 117 11 0 28

Number of Lanes 0 1 1 0 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 128 0 0 0 257 123

             Stage 1 - - - - 123 -

             Stage 2 - - - - 134 -

Follow-up Headway 2.2 - - - 3.5 3.3

Pot Capacity-1 Maneuver 1470 - - - 736 933

             Stage 1 - - - - 907 -

             Stage 2 - - - - 897 -

Time blocked-Platoon(%) 0 - - - 0 0

Mov Capacity-1 Maneuver 1470 - - - 727 933

Mov Capacity-2 Maneuver - - - - 727 -

             Stage 1 - - - - 907 -

             Stage 2 - - - - 886 -

 

Approach EB WB SB

HCM Control Delay (s) 1.1 0 9

HCM LOS A A A

 

Lane EBL EBT WBT WBR SBLn1

Capacity (vph) 933

HCM Control Delay (s) 7.477 - - - 9

HCM Lane VC Ratio 0.011 - - - 0.03

HCM Lane LOS A - - - A

HCM 95th Percentile Queue (veh) 0.034 - - - 0.092

Interchange 43
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Movement WBL WBR NBT NBR SBL SBT

Lane Configurations

Volume (veh/h) 65 65 155 55 50 35

Sign Control Free Stop Stop

Grade 0% 0% 0%

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95

Hourly flow rate (vph) 68 68 163 58 53 37

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 0 205 0 311 171

vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 0 205 0 311 171

tC, single (s) 4.1 6.5 6.2 7.1 6.5

tC, 2 stage (s)

tF (s) 2.2 4.0 3.3 3.5 4.0

p0 queue free % 96 75 95 89 95

cM capacity (veh/h) 1636 666 1085 481 695

Direction, Lane # WB 1 NB 1 SB 1

Volume Total 137 221 89

Volume Left 68 0 53

Volume Right 68 58 0

cSH 1636 741 551

Volume to Capacity 0.04 0.30 0.16

Queue Length 95th (ft) 3 31 14

Control Delay (s) 3.8 11.9 12.8

Lane LOS A B B

Approach Delay (s) 3.8 11.9 12.8

Approach LOS B B

Intersection Summary

Average Delay 9.6

Intersection Capacity Utilization 35.7% ICU Level of Service A

Analysis Period (min) 15

Interchange 43
HCM Unsignalized Intersection Capacity Analysis

81: Main St./OR 99 EB Realign & OR 99 WB
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Intersection

Intersection Delay (sec/veh): 1.9

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 0 0 0 5 0 70 15 140 0 0 105 95

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Free Free Free Stop Stop Stop Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Heavy Vehicles(%) 0 0 0 0 0 0 0 3 0 0 0 0

Movement Flow Rate 0 0 0 5 0 74 16 147 0 0 111 100

Number of Lanes 0 0 0 0 1 0 0 1 0 0 1 0

 

Major/Minor Minor 1 Major 1 Major 2

Conflicting Flow Rate - All 340 390 147 211 0 0 147 0 0

             Stage 1 179 179 - - - - - - -

             Stage 2 161 211 - - - - - - -

Follow-up Headway 3.5 4 3.3 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 618 548 905 1372 - - 1447 - -

             Stage 1 827 755 - - - - - - -

             Stage 2 846 731 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 612 541 905 1372 - - 1447 - -

Mov Capacity-2 Maneuver 612 541 - - - - - - -

             Stage 1 816 745 - - - - - - -

             Stage 2 846 731 - - - - - - -

 

Approach WB NB SB

HCM Control Delay (s) 9.5 0.7 0

HCM LOS A A A

 

Lane NBL NBT NBR WBLn1 SBL SBT SBR

Capacity (vph) 877

HCM Control Delay (s) 7.654 - - 9.5 0 - -

HCM Lane VC Ratio 0.012 - - 0.09 - - -

HCM Lane LOS A - - A A - -

HCM 95th Percentile Queue (veh) 0.035 - - 0.296 0 - -

Interchange 43
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Intersection

Intersection Delay (sec/veh): 9.6

 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 145 5 0 0 0 0 0 10 5 105 5 0

Conflicting Peds.(#/hr) 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

Right Turn Channelized None None None None None None None None None None None None

Storage Length 0 0 0 0 0 0 0 0

Median Width 0 0 0 0

Grade (%) 0% 0% 0% 0%

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 2 67 0 0 0 0 0 0 0 0 0 0

Movement Flow Rate 161 6 0 0 0 0 0 11 6 117 6 0

Number of Lanes 0 1 0 0 0 0 0 1 0 0 1 0

 

Major/Minor Minor 2 Major 1 Major 2

Conflicting Flow Rate - All 254 257 6 6 0 0 17 0 0

             Stage 1 240 240 - - - - - - -

             Stage 2 14 17 - - - - - - -

Follow-up Headway 3.518 4.603 3.3 2.2 - - 2.2 - -

Pot Capacity-1 Maneuver 699 550 1083 1628 - - 1613 - -

             Stage 1 763 602 - - - - - - -

             Stage 2 1006 768 - - - - - - -

Time blocked-Platoon(%) 0 0 0 0 - - 0 - -

Mov Capacity-1 Maneuver 660 510 1083 1628 - - 1613 - -

Mov Capacity-2 Maneuver 660 510 - - - - - - -

             Stage 1 763 558 - - - - - - -

             Stage 2 1006 768 - - - - - - -

 

Approach EB NB SB

HCM Control Delay (s) 12.4 0 7.1

HCM LOS B A A

 

Lane NBL NBT NBR EBLn1 SBL SBT SBR

Capacity (vph) 654

HCM Control Delay (s) 0 - - 12.4 7.406 - -

HCM Lane VC Ratio - - - 0.255 0.072 - -

HCM Lane LOS A - - B A - -

HCM 95th Percentile Queue (veh) 0 - - 1.009 0.234 - -

Interchange 43
HCM 2010 TWSC

101: Main St (FREE)/Main St & IC 43 SB OFF Ramp
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Intersection

Intersection Delay (sec/veh) 8.4

Intersection LOS A

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Volume (vph) 145 5 0 0 0 0 0 10 5 105 5 0

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Heavy Vehicles(%) 2 67 0 0 0 0 0 0 0 0 0 0

Movement Flow Rate 161 6 0 0 0 0 0 11 6 117 6 0

Number of Lanes 0 1 0 0 0 0 0 1 0 0 1 0

 

Approach EB NB SB

Opposing Approach      SB NB

Opposing Lanes 0 1 1

Conflicting Approach Left SB EB      

Conflicting Lanes Left 1 1 0

Conflicting Approach Right NB      EB

Conflicting Lanes Right 1 0 1

HCM Control Delay 8.6 7.3 8.3

HCM LOS A A A

             

Lane NBLn1 EBLn1 SBLn1

Volume Left (%) 0% 97% 95%

Volume Thru (%) 67% 3% 5%

Volume Right (%) 33% 0% 0%

Sign Control Stop Stop Stop

Traffic Volume by Lane 15 150 110

Left Turning Volume 10 5 5

Through Volume 5 0 0

Right Turning Volume 0 145 105

Lane Flow Rate 17 167 122

Geometry Group 1 1 1

Degree of Utilization, X 0.02 0.202 0.153

Departure Headway, Hd 4.234 4.369 4.508

Convergence(Y/N) Yes Yes Yes

Capacity 850 808 801

Service Time 2.238 2.464 2.508

HCM Lane V/C Ratio 0.02 0.207 0.152

HCM Control Delay 7.3 8.6 8.3

HCM Lane LOS A A A

HCM 95th Percentile Queue 0.1 0.8 0.5

Interchange 43
HCM 2010 AWSC

102: Main St (STOP Controlled)/Main St & IC 43 SB OFF Ramp
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Intersection

Intersection Delay (sec/veh): 5.7

 

Movement EBL EBT WBT WBR SBL SBR

Volume (vph) 10 0 0 5 0 5

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.85 0.85 0.85 0.85 0.85 0.85

Heavy Vehicles(%) 0 0 0 0 0 0

Movement Flow Rate 12 0 0 6 0 6

Number of Lanes 0 1 1 0 1 0

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 6 0 0 0 27 3

             Stage 1 - - - - 3 -

             Stage 2 - - - - 24 -

Follow-up Headway 2.2 - - - 3.5 3.3

Pot Capacity-1 Maneuver 1628 - - - 993 1087

             Stage 1 - - - - 1025 -

             Stage 2 - - - - 1004 -

Time blocked-Platoon(%) 0 - - - 0 0

Mov Capacity-1 Maneuver 1628 - - - 986 1087

Mov Capacity-2 Maneuver - - - - 986 -

             Stage 1 - - - - 1025 -

             Stage 2 - - - - 997 -

 

Approach EB WB SB

HCM Control Delay (s) 7.2 0 8.3

HCM LOS A A A

 

Lane EBL EBT WBT WBR SBLn1

Capacity (vph) 1087

HCM Control Delay (s) 7.227 - - - 8.3

HCM Lane VC Ratio 0.007 - - - 0.005

HCM Lane LOS A - - - A

HCM 95th Percentile Queue (veh) 0.022 - - - 0.016

Interchange 43
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Intersection

Intersection Delay (sec/veh): 6.5

 

Movement EBT EBR WBL WBT NBL NBR

Volume (vph) 30 25 155 65 25 155

Conflicting Peds.(#/hr) 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop

Right Turn Channelized None None None None None None

Storage Length 0 0 0 0

Median Width 0 0 12

Grade (%) 0% 0% 0%

Peak Hour Factor 0.85 0.85 0.85 0.85 0.85 0.85

Heavy Vehicles(%) 2 2 2 2 2 2

Movement Flow Rate 35 29 182 76 29 182

Number of Lanes 1 0 0 1 1 1

 

Major/Minor Major 1 Major 2

Conflicting Flow Rate - All 0 0 64 0 490 50

             Stage 1 - - - - 50 -

             Stage 2 - - - - 440 -

Follow-up Headway - - 2.218 - 3.518 3.318

Pot Capacity-1 Maneuver - - 1538 - 537 1018

             Stage 1 - - - - 972 -

             Stage 2 - - - - 649 -

Time blocked-Platoon(%) - - 0 - 0 0

Mov Capacity-1 Maneuver - - 1538 - 470 1018

Mov Capacity-2 Maneuver - - - - 470 -

             Stage 1 - - - - 972 -

             Stage 2 - - - - 569 -

 

Approach EB WB NB

HCM Control Delay (s) 0 5.4 9.8

HCM LOS A A A

 

Lane NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (vph) 470 1018

HCM Control Delay (s) 13.2 9.3 - - 7.655 -

HCM Lane VC Ratio 0.063 0.179 - - 0.119 -

HCM Lane LOS B A - - A -

HCM 95th Percentile Queue (veh) 0.2 0.651 - - 0.403 -

Interchange 43
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Intersection: 24: Main St (STOP Controlled)/Main St & IC 43 SB OFF Ramp

Movement EB NB SB

Directions Served LTR TR LT

Maximum Queue (ft) 102 33 70

Average Queue (ft) 41 11 36

95th Queue (ft) 69 34 52

Link Distance (ft) 990 83 627

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 60: Rogue River Hwy (OR 99 and OR 234) & N River Rd/State Hwy 234 (OR 99)

Movement EB

Directions Served T

Maximum Queue (ft) 58

Average Queue (ft) 26

95th Queue (ft) 52

Link Distance (ft) 117

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 62: N River Rd/Rogue River Hwy (OR 99 and OR 234)

Movement EB WB NB

Directions Served R L LR

Maximum Queue (ft) 32 7 5

Average Queue (ft) 2 0 0

95th Queue (ft) 13 0 4

Link Distance (ft) 47 78 528

Upstream Blk Time (%) 0

Queuing Penalty (veh) 0

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 43

Realigned intersections not used for
queuing simulation.
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Intersection: 65: N River Rd

Movement NB

Directions Served L

Maximum Queue (ft) 31

Average Queue (ft) 4

95th Queue (ft) 21

Link Distance (ft) 47

Upstream Blk Time (%) 0

Queuing Penalty (veh) 0

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 70: Rogue River Hwy (OR99 and OR234) & Lampman Rd

Movement EB SB

Directions Served LT LR

Maximum Queue (ft) 13 34

Average Queue (ft) 1 14

95th Queue (ft) 8 36

Link Distance (ft) 622 642

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 80: Main St & Rogue River Hwy (OR99)/Rogue River Hwy (OR99 and OR234)

Movement EB NB

Directions Served TR LR

Maximum Queue (ft) 77 58

Average Queue (ft) 41 29

95th Queue (ft) 62 48

Link Distance (ft) 246 286

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 43
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Intersection: 90: Main St & IC 43 NB OFF Ramp

Movement WB NB

Directions Served LTR LT

Maximum Queue (ft) 51 26

Average Queue (ft) 26 2

95th Queue (ft) 43 14

Link Distance (ft) 937 585

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 100: Main St & IC 43 SB OFF Ramp

Movement EB NB

Directions Served LTR TR

Maximum Queue (ft) 95 29

Average Queue (ft) 41 11

95th Queue (ft) 70 33

Link Distance (ft) 1135 60

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Intersection: 110: Frontage Rd/Profetta Ln & Main St

Movement SB

Directions Served LR

Maximum Queue (ft) 25

Average Queue (ft) 3

95th Queue (ft) 17

Link Distance (ft) 60

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Interchange 43
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Intersection: 210: Driveway & Rogue River Hwy (OR99)

Movement WB NB NB

Directions Served LT L R

Maximum Queue (ft) 55 50 74

Average Queue (ft) 11 20 42

95th Queue (ft) 41 48 65

Link Distance (ft) 246 151 151

Upstream Blk Time (%)

Queuing Penalty (veh)

Storage Bay Dist (ft)

Storage Blk Time (%)

Queuing Penalty (veh)

Zone Summary

Zone wide Queuing Penalty: 0

Interchange 43


