I-5 Exit 21 (Talent):
Interchange Area Management Plan

Interchange Concept — Northbound Ramp Signing/Striping

Corridor: West Valley View Road (Talent)

Corridor Limits: Intersection of West Valley View
Road and the Interstate 5 northbound ramps

Purpose: Provide clearer intersection pavement
markings and signage on rural minor collector to
reduce the potential for head-on collisions. Separate
eastbound right turning vehicles from eastbound
through vehicles to improve traffic flow and reduce
angle collisions with westbound left turning vehicles.

Segment Intersection of West Valley View Road with I-5 northbound ramps

Roadway
Characteristics

Stop-Controlled Intersection

Existing pavement width on west approach is approximately 38 feet
Existing pavement width on east approach is approximately 32 feet
Speed is unposted, basic rule of 55 mph applies

Current (2014) ADT is 5,880 vehicles per day

Forecast (2038) ADT is 7,620 vehicles per day

Existing/Future Deficiency Potential Improvements

Deficiencies clear to drivers e Create separation between eastbound through and right
e Intersection striping and pavement turn movements at I-5 northbound on-ramp, if determined
markings do not clearly define traffic to be possible from a design perspective
movements e Improve intersection signage

e Intersection signage is not completely | ®  Enhance intersection striping and pavement markings

northbound ramps.

Considerations

and possible

e ODOT rural design standard includes 8-foot wide shoulders on West Valley View west of the I-5

e Jackson County rural design standard includes 5-foot wide shoulders on West Valley View Road east of
the 1-5 northbound ramps.
e Region 3 Traffic will need to determine whether striping and/or signage improvements are reasonable

Treatment Options

Extend the center double-line stripe on West Valley View Road into the intersection
Stripe “STOP” in advance of the I-5 northbound off-ramp stop bar

Stripe a hatched island and eastbound right turn flange at the northbound I-5 on-ramp
Improve intersection signage to reduce wrong-way traffic movements

Rough Cost Estimate | $140,000 including preliminary and construction engineering

Potential Phasing

Phase 1: Signage improvements
Phase 2: Intersection striping and pavement marking improvements




