Unique 00220/00225 - New Traffic Pattern Ahead  (2015 Specifications: 01-01-17)


00220.02  Public Safety and Mobility - Add the following bullet to the end of the bullet list:

Before activating a modified traffic signal, revising lane usage, implementing new roadway geometry, or removing a "STOP" sign, protect traffic by installing "NEW TRAFFIC PATTERN AHEAD" (W23‑2‑48) signing according to 00225.02.  Keep the signs in place for 30 Calendar Days after completing the modifications.



00225.02  General Requirements - Add the following to the end of this subsection:

(Use the following paragraph when a new temporary or permanent STOP sign is installed at an intersection. Insert the appropriate distance based on the pre-construction posted speed and according to the TCD Spacing Table in the ODOT Standard Drawings.  If the STOP and "Stop Ahead" signs are permanent, the permanent "Stop Ahead" sign may be used as temporary, despite being a Type "Y" (yellow) sign.)

Install the following warning signs for each new "STOP" sign installed in the intersection.  Install a "Stop Ahead" (W3‑1‑48) symbol sign approximately ____ feet in advance of the "STOP" sign.  Install a "NEW TRAFFIC PATTERN AHEAD" (W23‑2‑48) sign approximately ____ feet in advance of the "Stop Ahead" sign.  Keep the "NEW TRAFFIC PATTERN AHEAD" signs in place 30 Calendar Days after installing the "STOP" sign.

(Use the following paragraph for the installation of or modification to a permanent traffic signal. Retain the applicable language in parentheses.  Insert the appropriate distance based on the pre-construction posted speed and according to the TCD Spacing Table in the ODOT Standard Drawings.  If a yellow (Type "Y") permanent "Signal Ahead" sign is included in the plans, this sign may be installed as the needed temporary sign.  Be sure additional language or notes are on the plans to make this intention clear.)

[bookmark: _GoBack]For each leg of the intersection affected by (the new)(changes to the) traffic signal, install the following warning signs:

A "Signal Ahead" (W3‑3‑48) symbol sign approximately ____  feet in advance of the intersection, shown on the standard drawings or as modified by the supplemental drawings.
A "NEW TRAFFIC PATTERN AHEAD" (W23‑2‑48) sign approximately ____  feet in advance of the "Signal Ahead" sign.  Keep the "NEW TRAFFIC PATTERN AHEAD" signs in place 30 Calendar Days after installing the "Signal Ahead" sign.

(Use the following paragraphs when modifications are made to lane configurations, lane assignments or roadway geometry that affects traffic patterns.  Insert the appropriate distance based on the pre-construction posted speed and according to the TCD Spacing Table in the ODOT Standard Drawings. Add similar paragraphs, as necessary, to address all affected directions or legs of the intersection(s).)

Install a "NEW TRAFFIC PATTERN AHEAD" (W23‑2‑48) sign approximately ____ feet in advance of ____(location details)_____, facing ____ northbound _____ incoming traffic.

Install a "NEW TRAFFIC PATTERN AHEAD" (W23‑2‑48) sign approximately ____ feet in advance of ____(location details)_____, facing ____ southbound _____ incoming traffic.

(Fill in the blank describing the appropriate modification.)

Keep the "NEW TRAFFIC PATTERN AHEAD" signs in place 30 Calendar Days after installing the _____________________.
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