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	embankment geotextile is used)

(Use this Section for temporary detours with small quantities of materials only, [earthwork and surfacings only].  Do not use on freeway projects or on projects that require large quantities of materials.)

SECTION 00230 - TEMPORARY DETOURS

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

Section 00230, which is not a Standard Specification, is included in this Project by Special Provision.

Description

00230.00  Scope - This work consists of constructing, maintaining, and removing temporary detours as shown or directed.

Materials

00230.10  Embankment - Provide embankment materials according to the applicable parts of Section 00330.

00230.11  Geotextile - Provide embankment geotextile meeting the requirements of Section 02320.  Provide "Level B" documentation according to 02320.10(c).

00230.12  Riprap - Provide riprap meeting the requirements of Section 00390.

00230.13  Aggregate Base - Provide aggregate base meeting the requirements of 00640.10.

00230.14  Asphalt Concrete Pavement - Provide ACP meeting the requirements of 00745.50.

00230.15  Emulsified Asphalt Tack Coat - Use CSS-1, CSS-1h, CMS-2, CMS‑2S, CMS‑2h, CRS-1, CRS-2, HFRS-2, or HFMS-2 asphalt in tack as the Contractor elects.

Construction

00230.40  Embankment - Construct detour embankments according to the applicable parts of Section 00330 except compaction to the specified densities will not be required.  Compact the embankment material until there is no reaction or yielding under the compactor.

00230.41  Geotextile - Place embankment geotextile according to Section 00350.

00230.42  Riprap - Place riprap according to the applicable parts of Section 00390.

00230.43  Aggregate Base - Place and compact aggregate base according to the applicable parts of Section 00640.

00230.44  Asphalt Concrete Pavement - Compact the asphalt concrete mixture according to 00745.49(d).

Maintenance

00230.60  Surface Maintenance - Maintain detour surfaces according to 00220.60.

Finishing and Cleaning Up

00230.70  General - When temporary detours are no longer needed, do the following:

Remove them
Restore the area on which the detours occupied to the original ground contours
Dispose of excess materials according to 00330.41(a-5)

Measurement

00230.80  Measurement - No measurement of quantities will be made for work performed under this Section.  It is estimated that the following approximate quantities of materials will be required:

(Obtain quantities from the Designer.  Delete items that do not apply to the project.)

	Material	Amount

	Embankment	 _____ cu. yd.
	Geotextile	 _____ sq. ft.
	Excavation	 _____ cu. yd.
	Riprap	 _____ sq. ft.
	Aggregate Base	 _____ cu. yd.
	Asphalt Concrete Mixture	 _____ ton

Payment

00230.90  Payment - The accepted quantities of work performed under this Section will be paid for at the Contract lump sum amount for the item "Construct and Remove Detours".

Payment will be payment in full for constructing, maintaining, and removing detours, and for furnishing and placing all materials, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.
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