SP00705  (2015 Specifications: 04-01-17)

SECTION 00705 - EMULSIFIED ASPHALT PRIME COAT AND EMULSIFIED ASPHALT FOG COAT

[bookmark: _GoBack](Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

(Use the following paragraph when subsections 00705.10 and .11(c) are NOT included in the project.)

Comply with Section 00705 of the Standard Specifications.

(Use the following lead-in paragraph when subsection 00705.10 or .11(c) are included in the project.)

Comply with Section 00705 of the Standard Specifications modified as follows:

(Use the following subsection .10 when aggregate cover material is required.  Remove the parentheses and delete what does not apply.)

00705.10  Aggregate Cover Material - Add the following paragraph to the end of this subsection:

Provide (Fine Cover) (Coarse Cover) aggregate material on this Project.

(Use the following subsection .11(c) when polymer modified emulsion is specified in the pavement design report or requested by the Project Manager or District Manager.)

00705.11(c)  Fog Coat - Replace the paragraph that begins "Provide CSS‑1…" with the following paragraph:

Provide CRS-2P or HFRS-P1 emulsified asphalt for the fog coat.

(Use the following subsection .41 when prime coat is required.)

00705.41  Preparation of Foundation for Prime Coat - Replace the paragraph that begins "Bring old bases and foundations, constructed by…" with the following paragraph:

Bring old bases and foundations, constructed by others, to the applicable condition according to Section 00610, and within 0.04 foot of established grade and cross section if other than a bituminous surface.
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