
Curb Ramp Standard 
1991 versus Current 

 1991 ADAAG 
 1991 ODOT Standard Drawing 
 2010 ADA Standards  
 2005 PROWAG 
 2011/2013 PROWAG 
 Current Standard Drawing 



1. Running slope 5% to 8.3%  for 15’ 

Blended Transition = raised ped crossing, depressed corner or similar connection <5%. 

1991 
ADAAG 

1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Running 
Slope 

1:12 max 
exceptions 

1:12 max 1:12 max 
exceptions 

1:12 max 1:12 max 1:12 max 



2. Counter Slope and Change in Grade 
 

8.3% ramp + 5% street/gutter = 13.3% 

1991 
ADAAG 

1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Counter 
Slope 

5% max 5% max 5% max 5% max 5% max 5% max 

If change in grade 
between ramp and street 
or gutter ≥ 11%, add 2’ 

level strip.  
Designing Sidewalks and Trails 

for Access, 7.3.7 page 7-29 
 



3. One direction at a time. 
1991 

ADAAG 
1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Cross Slope 1:50 NA 1:48 2% 2%* 2% 



4. Lip height at the end of the ramp  
1991 

ADAAG 
1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Lip Height 0-1/4” 0” 0-1/4” 0-1/4” 0-1/4” 0” 



5. Provide 4’ square turning spaces 
1991 

ADAAG 
1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Turning 
Space 

NA* NA 36” x 36” 
level 

landing 

48” x 48” 
level 

landing 

48” x 48” 
turning 
space** 

48” x 48” 
turning 
space 

**4’ x 5’ if against a curb or other constraints, level for stop-control 



6.  Don’t block the Ped Access Route 
1991 

ADAAG 
1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Functional 
Width  

36” clear 
width / 32” 

3’ clear 
width 

36” clear 
width / 32” 

4’ clear 
width 

4’ clear 
width 

4’ clear 
width 



7. Truncated Domes at base of ramp  
1991 

ADAAG 
1991 ODOT 
Standard 
Drawing 

2010 ADA 
Standard 

2005 
PROWAG 

2011/2013 
PROWAG 

Current 
ODOT 

Standard 
Drawing 

Detectable 
Warnings 

Suspended 
‘94-’01* 

Diamond 
Pattern 

Truncated 
Domes 

Truncated 
Domes 

Truncated 
Domes 

Truncated 
Domes 



7 Principles for ADA compliance 

Ramp 1 ’91 ‘13 Ramp 2 ’91 ’13 

1. Running Slope √ √ 1. Running Slope √ √ 

2. Counter Slope √ √ 2. Counter Slope √ √ 

3. Cross Slope √ √ 3. Cross Slope √ √ 

4. Lip Height √ √ 4. Lip Height √ √ 

5. Turning Space NA X 5. Turning Space NA √ 

6. Clear Width √ X 6. Clear Width √ √ 

7. Detectable Warnings √ √ 7. Detectable Warnings X X 



Questions 
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