1008.1.8.5  Unlatching.  The unlatching of any leaf shall not require more than one operation.
Exceptions:  More than one operation is permitted for unlatching doors in the following locations:

1. Places of detention or restraint.

2. Where manually operated bolt locks are permitted by Section 1008.1.8.4.

3. Doors with automatic flush bolts as permitted by Section 1008.1.8.3, Exception 3.

4. Doors from individual dwelling units and guestrooms of Group R occupancies as permitted by Section 1008.1.8.3, Exception 4.

1008.1.8.6  Delayed egress locks.  Approved, listed, delayed egress locks shall  be permitted to be installed on doors serving  any occupancy except Group a, E and H occupancies in buildings that are equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1 or 
An approved automatic smoke detection system installed in accordance with Section 907, provided that the doors unlock in accordance with Items 1 through 6 below.  A building occupant shall not be required to pass through more than one door equipped with a delayed egress lock before entering an exit.
1. The doors unlock upon actuation of the automatic sprinkler system or automatic fire detection system.

2. The doors unlock upon loss of power controlling the lock or lock mechanism.

3. The door locks shall have the capability of being unlocked by a signal from the fire command center.

4. The initiation of an irreversible process which will release the latch in not more than 15 seconds when a force of not more than 15 pounds (76 N) is applied for 1 second to the release device.  Initiation of the irreversible process shall activate an audible signal in the vicinity of the door.  Once the door lock has been released by the application of force to the releasing device, relocking shall be by manual means only.

Exception:  Where approved, a delay of not more than 30 seconds is permitted.

5. A sign shall be provided on the door located above and within 12 inches (305 mm) of the release device reading: PUSH UNTIL ALARM SOUNDS, DOOR CAN BE OPENED IN 15 [30] SECONDS.

6. Emergency lighting shall be provided at the door.

1008.1.8.6.1  Controlled egress locks.  Controlled egress locks shall be permitted to be installed on doors serving Group I-1, I-2 and R-3 occupancies subject to licensure by the state, and Group  R-4 and SR occupancies provided that the fire sprinkler system, the fire alarm system and the controlled egress are in compliance with Appendix SR 107 and Appendix SR 108.3.
1008.1.8.7  Stairway doors.  Interior stairway means of egress doors shall be openable from both sides without the use of a key or special knowledge or effort.
Exceptions: 

1. Stairway discharge doors shall be openable from the egress side and shall only be locked from the opposite side.
2. This section shall not apply to doors arranged in accordance with Section 403.12 of the International Building Code.
3. In stairways serving not more than four stories, doors are permitted to be locked from the side opposite the egress side, provided they are openable from the egress side.

1008.1.9  Panic and fire exit hardware.  Where panic and fire exit hardware is installed, it shall  comply with the following:
1. The actuating portion of the releasing device shall extend at least one-half of the door leaf width.
2. A maximum unlatching force of 15 pounds (67N).

Each door in a means of egress from an occupancy of Group A or E having  an occupant load of 50 or more and any occupancy of Group H-1, 

H-2, H-3 or H-5 shall not be provided with a latch or lock unless it is panic hardware or fire exit hardware.
If balance doors are used and panic hardware is required, the panic hardware shall be the push-pad type and the pad shall not extend more than one-half the width of the door measured from the latch side.
1008 Gates.  Gates serving the means of egress system shall comply with the requirements of this section.  Gates used as a component in a means of egress shall conform to the applicable requirements for doors.

Exception: Horizontal  sliding or swinging gates exceeding the 4-foot (1219 mm) maximum leaf width limitation are permitted in fences and walls surrounding a stadium.

!008.2.1 Stadiums.  Panic hardware is not required on gates surrounding stadiums where such gates are under constant immediate supervision while the public is present, and further provided that safe dispersal areas based on 3 square feet (0.28 m2) per occupant are located between the fence and enclosed space.  Such required safe dispersal areas shall not be located less than 50 feet (15 240 mm) from the enclosed space.  See Section 1017 for means of egress from safe dispersal areas.
1008.3 Turnstiles.  Turnstiles or similar devices that restrict travel to one direction shall not be placed so as to obstruct any required means of egress.
Exception: Each turnstile or similar device shall be credited with no more than a 50-person capacity where all of the following provisions are met:

1. Each device shall turn free in the direction of egress travel when primary power is lost, and upon the manual release by an employee in the area.

2. Such devices are not given credit for more than 50 percent of the required egress capacity.

3. Each device is not more than 39 inches (991 mm) high.

4. Each device has a least 16.5 inches (419 mm) clear width at and below a height of 39 inches (991 mm) and at least 22 inches (559 mm) clear width at heights above 39 inches (991 mm).
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